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ged, powerful 10 and 20 Square foot collectors weigh only 19 and 38 pounds. They are easy to carry by 
one person and are much safer to get on the roof to install.  They are available in architectural colors and 
have an attractive appearance on the roof.  No soldering is required to install the collector (s). 

High Per formance All Copper Solar  Absorber  
Plate with Premium “ Black Crystal”  coating.  

Rigid Foam Insulation, Aluminum foil faced, glass reinforced, Polyisocyanurate,  
1”  on the bottom and 1/2”  on the sides provides quality heat retention.   

150 MPH—FSEC 
wind tested easy 
mount system.  
Easy install mounting 
bracket is covered by 
trim for attractive appear-
ance. 

No Solder  compression  
unions for  easy connections.  
 

Patented “ Floating Fin”  prevents damage  
by allowing the tube to disappear   
into the collector  dur ing shipment. 

Architecturally Attractive Collector  Designed by an Award Winning Inventor . 
Long, and low, this collector is the most attractive of all.  It is also available in special 
easy to ship  (Patented)  UPS shippable “Split Kit”  and special “24’  long SKYLINE”  models. 

Unbreakable. double walled Polycarbonate  
glazing is lightweight, has high insulation value and  
excellent UV protection with 10 year full warranty 

COLLECTOR SPECIFICATIONS: 
 

Trim & Frame Materials:          Finished 27 mil Aluminum Trim and Frame = Total 54 mil (1.37 mm) 
Absorber Material:                    “Black Crystal”  or Black Chrome coated absorber with all copper 1/2”  od tube    
Glazing:                                   Twinwall Polycarbonate UV Treated  .236”  (6.0 mm)    
Dimension / Weight:                72”  / 144.1”x 20”x 3”  19 / 38 lb = 1.9 lb. s/f (3.67 m x 0.51 m x 0.076 m 17.24 Kg) 18.4 net s/f (1.71 m2) 
  Recommended Flow Rate:      .20 to .6 GPM  
 Maximum Working Pressure:  150 PSI (10.21 atm) Maximum Stagnation Temp:  250 °F (121.11 °C). 
 Heat Transfer Fluid:                 Potable water or Propylene glycol - Fluid Capacity: 10-01 = .15 gal. / 20-01 = .3 gal. 
 Standard Components:             Mounting Ell brackets with tech screws and 2 1 1/4”  washers. 
 Color:                                       Standard: Musket Brown or Dove Gray. Optional trim colors are available. 

SolarRoofs 20-01 SRCC OG 100 Collector Rating: 

 

Web: www.SolarRoofs.com     Email: r ichsolar@aol.com      Phone: (916) 481-7200   
Fax: (916) 481-7203   Address:  5840 Gibbons Dr ive Suite G, Carmichael CA 95608 


